The increase in accessibility of fused filament fabrication (FFF) machines has inspired the scientific community to work towards the understanding of the structural performance of components fabricated with this technology. Numerous attempts to characterize and to estimate the mechanical properties of structures fabricated with FFF have been reported in the literature. Experimental characterization of printed components has been reported extensively. However, few attempts have been made to predict properties of printed structures with computational models, and a lot less work with analytical approximations. As a result, a thorough review of reported experimental characterization and predictive models is presented with the aim of summarizing applicability and limitations of those approaches. Finally, recommendations on practices for characterizing printed materials are given and areas that deserve further research are proposed.
Introduction
Among all the additive manufacturing (AM) technologies available, the most popular is Fused Deposition Modeling (FDM), also referred to as Fused Filament Fabrication (FFF). This is due to its economic accessibility, ease of use, and variety of materials commercially available [1] . Materials used in FFF are primarily polymers, e.g., polylactic acid (PLA) and acrylonitrile butadiene styrene (ABS), polycarbonate (PC) [2] , polyether ether ketone (PEEK) [3, 4] , ULTEM 9085 [5] and low melting temperature metal alloys [6] . Additionally, other works have upgraded the FFF process to use composites materials [7, 8] by reinforcing polymers with carbon fiber [9, 10] , and for bimodal manufacturing combining FFF and electrospinning [11] . This type of technology was originally used to fabricate prototypes, hence the term rapid-prototyping. However, the current trend is to use AM not only to fabricate prototypes but also to produce end-use components. As a result, understanding the structural behavior of printed components under different loading conditions is important to accelerate the adoption of this manufacturing process. The following review is focused on the structure-property relationship and the mechanical characterization of FFF structures and materials. New approaches in manufacturing, such as new materials or combination of materials [33, 34] , curved layer manufacturing [35] [36] [37] [38] are beyond the scope of this review. This review is structured as follows: experimental characterization including tensile, compression, bending, torsion, and dynamic loading, among others is detailed in Section 2; analytical and semi-analytical approaches are presented in Section 3; computational approaches are included in Section 4; and concluding remarks are given in Section 5. 
Experimental Characterization of Mechanical Properties
The FFF process involves various parameters that can be classified into two main groups: (i) manufacturing; and (ii) structural parameters. The first group includes the extrusion temperature, the printing speed or deposition rate, the temperature of the build platform, ambient temperature, etc. The second group includes the gap between printed filaments rasters and layers, the orientation of the rasters and the orientation of the printed part, among others. All these can be modified, and their influence on the resulting mechanical properties must be studied. Those parameters with potential influence on the mechanical properties of FFF are summarized in the Ishikawa diagram in Figure 3 . To review characterized mechanical properties in a consistent manner, Figure 4 shows the notation used to refer to the orientation of printed structures and individual unidirectional layers or rasters, respectively. The print orientation where the principal axis is parallel to the stacking direction is denoted as ST. Similarly, PTB refers to specimens printed on the XY plane or directly on the build platform and P refers to specimens printed with the thickness direction laying on the build platform. The following review is focused on the structure-property relationship and the mechanical characterization of FFF structures and materials. New approaches in manufacturing, such as new materials or combination of materials [33, 34] , curved layer manufacturing [35] [36] [37] [38] are beyond the scope of this review. This review is structured as follows: experimental characterization including tensile, compression, bending, torsion, and dynamic loading, among others is detailed in Section 2; analytical and semi-analytical approaches are presented in Section 3; computational approaches are included in Section 4; and concluding remarks are given in Section 5. 
The FFF process involves various parameters that can be classified into two main groups: (i) manufacturing; and (ii) structural parameters. The first group includes the extrusion temperature, the printing speed or deposition rate, the temperature of the build platform, ambient temperature, etc. The second group includes the gap between printed filaments rasters and layers, the orientation of the rasters and the orientation of the printed part, among others. All these can be modified, and their influence on the resulting mechanical properties must be studied. Those parameters with potential influence on the mechanical properties of FFF are summarized in the Ishikawa diagram in Figure 3 . To review characterized mechanical properties in a consistent manner, Figure 4 shows the notation used to refer to the orientation of printed structures and individual unidirectional layers or rasters, respectively. The print orientation where the principal axis is parallel to the stacking direction is denoted as ST. Similarly, PTB refers to specimens printed on the XY plane or directly on the build platform and P refers to specimens printed with the thickness direction laying on the build platform. 
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Due to the nature of the technology, parts fabricated with this technology will invariably result to be anisotropic. Properties in the plane of deposition (PTB) are significantly different from those along the stacking direction (ST). Additionally, depending on the raster pattern, the mechanical properties at the layer level PTB in Figure 2 may be assumed orthotropic. Furthermore, some of the work reviewed in this paper considered printed structures as an orthotropic material. Characterization using tensile and compression tests, bending and torsion, dynamic loading, mechanical fracture, failure under fatigue and impact is reviewed in this section. Due to the nature of the technology, parts fabricated with this technology will invariably result to be anisotropic. Properties in the plane of deposition (PTB) are significantly different from those along the stacking direction (ST). Additionally, depending on the raster pattern, the mechanical properties at the layer level PTB in Figure 2 may be assumed orthotropic. Furthermore, some of the work reviewed in this paper considered printed structures as an orthotropic material. Characterization using tensile and compression tests, bending and torsion, dynamic loading, mechanical fracture, failure under fatigue and impact is reviewed in this section. 
Tensile and Compressive Response
Among all the experimental studies that deal with the mechanical characterization, tension and compression tests are the most frequently encountered. Some of the earliest works that reported the properties under these loading conditions were by Ahn et al. and Rodriguez et al. [30, 39] . The influence of both manufacturing parameters such as extrusion temperature and structural parameters such as raster angle and air gaps on the strength and the elastic properties of printed ABS specimens was reported by Ahn et al. and Rodriguez et al., respectively. Ahn et al. studied quasi-solid samples printed with three different raster angles, θ = 0°, 45° and 90°, and with air gaps varying from a = 0 to negative values a < 0 as represented in Figure 5 . Rodriguez et al. [39] employed both negative and positive air gaps for an aligned and skewed stacking of layers. Skewed stacking sequences are those in which adjacent layers have rasters that are staggered and lie at the midpoint between rasters in the Due to the nature of the technology, parts fabricated with this technology will invariably result to be anisotropic. Properties in the plane of deposition (PTB) are significantly different from those along the stacking direction (ST). Additionally, depending on the raster pattern, the mechanical properties at the layer level PTB in Figure 2 may be assumed orthotropic. Furthermore, some of the work reviewed in this paper considered printed structures as an orthotropic material. Characterization using tensile and compression tests, bending and torsion, dynamic loading, mechanical fracture, failure under fatigue and impact is reviewed in this section. Main structural parameters studied in the mechanical characterization, including the print orientations, raster angle, number of contours, and rasters cross-section.
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Among all the experimental studies that deal with the mechanical characterization, tension and compression tests are the most frequently encountered. Some of the earliest works that reported the properties under these loading conditions were by Ahn et al. and Rodriguez et al. [30, 39] . The influence of both manufacturing parameters such as extrusion temperature and structural parameters such as raster angle and air gaps on the strength and the elastic properties of printed ABS specimens was reported by Ahn et al. and Rodriguez et al., respectively. Ahn et al. studied quasi-solid samples printed with three different raster angles, θ = 0 • , 45 • and 90 • , and with air gaps varying from a = 0 to negative values a < 0 as represented in Figure 5 . Rodriguez et al. [39] employed both negative and positive air gaps for an aligned and skewed stacking of layers. Skewed stacking sequences are those in which adjacent layers have rasters that are staggered and lie at the midpoint between rasters in the same layer. When the samples are quasi-solid, the stiffness suffers almost no variation from the print material properties, as indicated in the mechanical characterization reported by Durgun and Ertan [40] . This is because a quasi-solid FFF sample tends to be a void-free sample as the porosity tends to 0. When samples are fabricated with positive air gaps, reductions of 11-37% in the stiffness have been observed [39] . The case of tensile strength is completely different since this property strongly depends on the defects on the sample, the bonding between layers and the building orientation, as reported in [40] . Zaldivar et al. [41] reported strengths that were 46-85% of the print material strength from 3D ULTEM ® dogbones tested under tensile loading. The orientation with the lowest strength was ST or the z-direction according to Figure 4 . The raster was not reported by the authors, but the tensile stiffness showed variations within 30% suggesting that the samples were fabricated with 100% density [41] . Between manufacturing and structural parameters, the latter showed a stronger influence on the mechanical properties of the print orientation characterized in this work. This was then further studied by Wittbrodt and Pearce [42] . In [42] , the effect of the PLA color and printing temperature on the strength of FFF samples was studied via tensile tests. Samples were fabricated with two different printing temperatures, 190 • C and 215 • C, and with four different colors: white, grey, blue and black. All samples were fabricated with rasters sequences of 0/90 • and 100% raster at PTB orientation. While the strength showed no statistical dependence (variation of about 10%) on the PLA color, strength dependency on the crystallinity was more evident. Such a variation in crystallinity is introduced by the variations in cooling history of the printed material. [40] . This is because a quasi-solid FFF sample tends to be a void-free sample as the porosity tends to 0. When samples are fabricated with positive air gaps, reductions of 11-37% in the stiffness have been observed [39] . The case of tensile strength is completely different since this property strongly depends on the defects on the sample, the bonding between layers and the building orientation, as reported in [40] . Zaldivar et al. [41] reported strengths that were 46-85% of the print material strength from 3D ULTEM ® dogbones tested under tensile loading. The orientation with the lowest strength was ST or the z-direction according to Figure 4 . The raster was not reported by the authors, but the tensile stiffness showed variations within 30% suggesting that the samples were fabricated with 100% density [41] . Between manufacturing and structural parameters, the latter showed a stronger influence on the mechanical properties of the print orientation characterized in this work. This was then further studied by Wittbrodt and Pearce [42] . In [42] , the effect of the PLA color and printing temperature on the strength of FFF samples was studied via tensile tests. Samples were fabricated with two different printing temperatures, 190 °C and 215 °C, and with four different colors: white, grey, blue and black. All samples were fabricated with rasters sequences of 0/90° and 100% raster at PTB orientation. While the strength showed no statistical dependence (variation of about 10%) on the PLA color, strength dependency on the crystallinity was more evident. Such a variation in crystallinity is introduced by the variations in cooling history of the printed material. The influence of layer thickness t (0.2, 0.3, and 0.4 all in mm) on the strength and stiffness for samples with a stacking sequence of 0/90° and 45/−45° was reported by Tymrak et al. [25] for both ABS and PLA. As samples were quasi-solid, values reported for stiffness of ABS and PLA have standard deviations of 72 MPa and 100 MPa, respectively. The strength showed standard deviations for ABS and PLA samples of less than an order of magnitude, 1 MPa and 5 MPa, respectively. The effect of layer thickness t was also studied by Uddin et al. [43] . In this work, layer thickness values of t= 0.09, 0.19, and 0.39 mm were studied on ABS 100% infilled samples. The samples with the thinnest layers showed the highest values for stiffness and strength. When compared with the layer thickness, the infill showed higher influence [44] because porous structures have inferior mechanical properties when compared to their quasi-solid (100% infill) counterparts, as recently concluded in [45] .
Influence of the part and print orientation on the strength has also been observed in various works. Several of these reported inferior properties in strength of up to 40% less than those of the print material properties [30, 40] . Print orientation resulted to affect more the strength than the stiffness. For example, the tensile strength in the z-direction of a part fabricated in the ST orientation depends on the bonding between layers. On the other hand, when the mechanical properties are tested in the XY plane, the resistance depends on the in-plane properties of each layer and the orientation of each layer in the stack. Cantrell et al. [46] tested a range of different building [25] for both ABS and PLA. As samples were quasi-solid, values reported for stiffness of ABS and PLA have standard deviations of 72 MPa and 100 MPa, respectively. The strength showed standard deviations for ABS and PLA samples of less than an order of magnitude, 1 MPa and 5 MPa, respectively. The effect of layer thickness t was also studied by Uddin et al. [43] . In this work, layer thickness values of t = 0.09, 0.19, and 0.39 mm were studied on ABS 100% infilled samples. The samples with the thinnest layers showed the highest values for stiffness and strength. When compared with the layer thickness, the infill showed higher influence [44] because porous structures have inferior mechanical properties when compared to their quasi-solid (100% infill) counterparts, as recently concluded in [45] .
Influence of the part and print orientation on the strength has also been observed in various works. Several of these reported inferior properties in strength of up to 40% less than those of the print material properties [30, 40] . Print orientation resulted to affect more the strength than the stiffness. For example, the tensile strength in the z-direction of a part fabricated in the ST orientation depends on the bonding between layers. On the other hand, when the mechanical properties are tested in the XY plane, the resistance depends on the in-plane properties of each layer and the orientation of each layer in the stack. Cantrell et al. [46] tested a range of different building orientations and reported that, for 100% filled ABS samples, the building orientation shows negligible effect on the stiffness, as expected.
The combination of design of experiments (DOE) and mathematical-computational methods have also been employed. Sood et al. [47] and Onwubolu and Rayegani [48] considered the influence of the following parameters on the tensile strength: layer thickness t, print orientation, raster angle θ, raster width w, and air gap a. They found that reducing parameters such as w, a, and t results in an increase in the strength properties [48] . A so-called optimal compressive stress of FFF-ABS was obtained as 17.4751 MPa with the values of t = 0.254 mm, print orientation 0.036 • , θ = 59.44 • , w = 0.442 mm and a = 0.00026 mm [47] . DOE has been used extensively to identify combination of processing and structural parameters that yields the highest mechanical properties. For instance, Deng et al. [49] found that the optimal tensile properties of fused deposited PEEK specimens were observed at a printing speed of 60 mm/s, t = 0.2 mm, temperature of 370 • C and infill density of 40%.
The number of contour rasters, which is indicated in Figure 4 , is a parameter that increases the strength and stiffness of the samples [44, 50] when the filaments that comprise the contour are aligned in the loading direction. The influence of the contours on a FFF part is directly dependent on the shape of the part. For instance, when using printed dogbone samples, the narrow section is already too thin to have enough distribution of rasters, thereby increasing the contribution of the contours to the mechanical response of the sample. This complicates relating the mechanical properties to the structure, as not enough rasters that define the structure are present in the sample. Hence, the testing standard is another so-called controversial parameter in the mechanical characterization of FFF samples. Further, the mechanical response characterized from printed dogbone with raster patterns oriented in the y-direction is frequently misinterpreted due to the contribution of contours printed along the x-direction. In another investigation, Laureto and Pearce [51] addressed the difference in the strength of tensile PLA specimens utilizing as a reference the ASTM D638 type I and IV. The results show that using Type IV samples may overestimate the ultimate strength when compared with results of Type I. Torrado and Roberson [52] looked at a wider range of ASTM D638 standard types. Type V showed an elongation-to-break value of 0.6-0.9% lower than the rest. The authors attributed this decrement due to variability in the raster. Another important aspect to consider when dealing with geometrical issues is the dimensional error to evaluate the manufacturing accuracy [53] .
Rodriguez et al. [39] studied three different stacking sequences in the FFF parts made of ABS. The arrangements tested include: one in which the filament rasters are all oriented in the same direction and with negative gap a; and two skewed stacking sequences, one with negative gap and one with positive ( Figure 5 ). Rodriguez et al. [39] carried out tensile experiments of filament feedstock material to determine the stiffness and strength of the print material and to compare those values with the ones characterized with FFF-ABS samples printed at PTB orientation. From all the arrangements tested, the one with rasters aligned in the loading direction and with negative gaps resulted with the highest stiffness and strength values. The mechanical properties of the FFF parts were found to be inferior to those of the print material. Reductions of 11-37% in the stiffness and 22-37% in the strength were observed and reported by Rodriguez et al. [39] . The largest differences correspond to parts fabricated with positive gaps between filaments. The reduction is attributed to the presence of voids. Hossain et al. [54, 55] also reduced the presence of gaps by modifying the default printing parameters, and proposed modifications in the light of improving the ultimate strength in tension. The modifications were increasing the raster and contour width w and reducing the air gap a between rasters. These modifications led to increases in the ultimate strength in the range of 10-30% with respect to the default conditions. The reduction in mechanical properties in FFF when compared with the print material properties is sometimes considered as a drawback.
Voids within an FFF part can be controlled by changing the infill density as well as by changing their architecture [56] . Further, parts fabricated with voids or positive air gaps are lighter and produced more quickly than fully dense parts, yet with the penalty on mechanical properties, as demonstrated by the multiple works reviewed.
To conclude this section on tensile and compressive properties, a summary of the mechanical properties reported in the literature reviewed above is given in Table 1 . Further, the structural and processing conditions listed in Table 1 are limited to the parameters in Figure 3 that are more relevant, and the orientations are consistent with Figure 4 . Other approaches for enhancing the mechanical properties of printed components include reinforcing polymers with fillers such as montmorillonite [57] , with discontinuous fibers [9, 10] and with continuous fibers [58] [59] [60] [61] . Additionally, some researchers have used post-processing techniques to enhance surface quality, strength and tightness [62, 63] . Nevertheless, the characterization of parts printed with reinforced polymers and post-processing are beyond the scope of this review paper. 
Bending and Torsion Response
Slender structures in flexure are frequently encountered in various applications, such as beams. Despite this, few works are focused on characterizing the flexural properties of FFF beams. Sood et al. [64] reported the strength resulted from three-point bending tests and studied its dependency on parameters such as t, print orientation, θ, w and a. The maximum flexural strength was obtained for print orientation and θ = 0 • , t = 0.25 mm, a = 0, and w = 0.5 mm. Wu et al. [65] showed that, using PEEK and having θ = 0 • , the bending strength resulted 15% higher than the ABS counterpart.
Durgun and Ertan [40] reported the flexural strength from three-point bending tests on 100% dense ABS samples fabricated at various angles and orientations. The authors also concluded that surface roughness also plays a significant impact on the flexural strength. Lužanin et al. [66] analyzed the dependence of infill density in the range of 10-30%, layer thickness t in the range of 0.1-0.3 mm and the raster angle θ in the range of 0-60 • on the flexural strength of PLA samples. The highest strength reported was for the sample with filaments oriented at 0 • and infill of 30%. A raster angle of 0 • means that rasters are parallel to the principal axis of the beams, when printed at the PTB orientation. For any value of low infill density, the response is more sensitive to filament orientation in the outermost layers. For θ = 0 • , the rasters that run axially withstand the most loading [67] . Somireddy et al. [68] studied the flexural stiffness of ABS samples with the following stacking sequences:
• /−60 • , and 45 • /−45. Among the measured data, the maximum variation in stiffness was in the order of 163 MPa among all the different raster angles. These results show a behavior expected for fully dense samples, i.e., convergence to the print material stiffness. The main feature of Somireddy et al.'s work is the prediction based on classic laminate theory [68] , therefore it is further reviewed in Section 3. Wagari Gebisa and Lemu [69] characterized the flexural strength and stiffness of FFF samples fabricated using ULTEM 9085 at PTB orientation (see Figure 4 ). They used a full factorial DOE considering a, w, θ, contour number, and contour width as variables. The two with the most influence on the flexural properties were the raster width and angle. The so-called optimal process parameters obtained in [69] were: a = 0.0 mm, w = 0.7814 mm, θ = 0 • , and five contours. These parameters yielded printed structures with a flexural strength of 127 MPa, a flexural modulus of 2400 MPa, and ultimate flexural strain of 0.081.
Chacon et al. [70] ignored the effects of shear in the transverse deflection, and reported the flexural modulus based on classic beam theory for PLA samples with a = 0. Printing speed was the parameter that showed the most influential role in the flexural stiffness. Nevertheless, as the air gap used approached zero, the flexural stiffness resulted with maximum variation of 33% among all the combinations of print orientation, layer thickness and feed rate. The effect of air gaps greater than zero was analyzed by Cuan-Urquizo and Bhaskar [67] . They studied the structure-property relationship for the 0 • /90 • stacking sequence of raster angles of PLA samples, but to several raster densities. The approach in [67] is mainly theoretical, hence it is reviewed in Section 3. Although it is beyond the scope of this paper, it is worth mentioning that recently Kuznetsov et al. [71] reported the ultimate fracture strength for tubular (0% infill) samples under three-point bending.
The understanding of the torsional properties of FFF parts is an open issue that has been almost not addressed in the available literature. Few works have been reported along these lines, for instance Balderrama-Armendariz et al. [72] studied 100% dense ABS samples fabricated at different print orientations and with rasters at different angles, unidirectional and 45 • /−45 • , under twist loadings. They characterized the shear modulus, ultimate strength, and fracture strain. In the following order, fracture strain, strength and stiffness are more sensitive to print orientation. Balderrama-Armendariz et al. [72] , when comparing FFF-ABS samples with injection molding, found all variables measured resulted in similar values, except for fracture strain. This is why FFF samples are less ductile than injection molding samples.
Dynamic Loading Response
Despite the numerous works of characterizing properties through static experiments, the dynamic properties have been less popular. Applications such as UAVs can be structurally subjected to dynamic loading scenarios. Therefore, the works reviewed in this section gain relevance especially for end-use components fabricated through FFF.
Domingo-Espin et al. [73] characterized the influence of nozzle diameter, number of contours, and air gap on the dynamic response of PC samples. The relationship among extruder diameter, layer thickness, contour and raster width, number of contours, and air gap, on the storage and loss moduli were characterized using Dynamic Mechanical Analysis (DMA). The influence of amplitude, frequency and temperature were also studied. The results of loss modulus reported by Domingo-Espin et al. show that a decrease in raster not only increases the compliance of the structure but also the damping characteristics. Amplitude, frequency, and temperature resulted to affect the damping capacity. Among all the parameters, the number of contours was the most influential since they add stiffness to the part. This was also observed by Mohamed et al. for printed specimens tested using the DMA [74] [75] [76] . The dynamic stiffness of PC-ABS samples was studied using DMA. The so-called optimal values for the parameters were obtained via a graphical optimization and these were close to the lower bounds for thickness, and air gap.
A frequency sweep from 10 Hz to 100 Hz using three different temperatures was performed by Arivazhagan and Masood [77] on ABS samples fabricated with fully dense top and bottom layers, and with different raster patterns. The raster patterns tested were unidirectional and bi-directional, quasi-solid and partially filled. Storage and loss moduli resulted inferior for partially filled rasters than for quasi-solid ones. Loss and storage moduli have a strong dependence on temperature and thus a steep decrease in these two properties was characterized as temperature increased.
Jami et al. [78] compared the quasi-static stress-strain response of FFF-ABS samples under compression, with the dynamic response using a Split Hopkinson pressure bar. The dynamic response showed higher dependency on print orientation, while orientation showed almost no effect on quasi-static loading conditions.
Fracture Properties
An important aspect in characterizing components and materials is not only knowing when failure occurs but also to understand the failure mechanisms. Linear elastic fracture mechanics methods developed for homogeneous solids might not be applicable to structures produced by FFF. These structures cannot be treated as homogenous solids, even in 100% infilled samples voids and material anisotropy are present. Torrado Perez et al. [79] studied the fracture surface of pure ABS and ABS matrix composites in 100% infilled samples. The addition of reinforcing elements resulted in FFF samples with higher properties than the pure ABS. The reinforcements reported, namely jute fiber, thermo plastic elastomer and TiO 2 , also changed the ductile behavior of ABS to brittle.
Aliheidari et al. [80] fabricated 100% infilled double cantilever beam samples to study mode-I fracture of ABS samples. Samples with uniaxial filaments were fabricated so that the filaments were aligned to the longitudinal axis of the cantilever beams. They compared the strength of the FFF samples fabricated at three different nozzle temperatures: 210, 230, and 240 • C. They employed a J-integral method to estimate the mode-I energy release rate for fracture between layers and for fracture inside layers. Further, resistance plots were reported for both the interlayer and intra-layer fracture. The results showed that the higher is the temperature, the higher is the resistance to fracture. The authors state this indicated an enhanced bonding between layers and favorable meso-structure features such as layer thickness and raster pattern. Again, these experimental results highlight the strong dependence that properties in the stacking direction have on processing conditions. Hart and Wetzel [81] studied the effect of raster angle orientation on the fracture properties of 100% infilled ABS samples. Horizontal (PTB) and vertical (ST) samples were printed to study the fracture across and between layers, respectively. Results demonstrated that the critical elastic-plastic strain energy release rate required to propagate a crack across layers of printed material FFF was approximately an order of magnitude greater than the energy required to propagate cracks between FFF layers of printed specimens. Brittle behavior was observed during fracture between layers while ductile response was observed for fracture across the layers indicating that the elastic-plastic response of the material depends on the orientation of the rasters with respect to the crack-tip. Similar results but on PLA samples fabricated with uniaxial raster angles (0 • and 90 • ) and biaxial raster angles (0/90 • ) were reported by Arbeiter et al. [82] .
Fatigue, Failure under Cyclic Loading
The repetitive loading on structural elements results in failure due to fatigue. As many of FFF parts are intended to be used as machine components, they are likely to be subjected to periodic loading with high frequency. Some works on the failure under cyclic loading were found and are summarized here.
Gomez-Gras et al. [83] studied two raster patterns, square and hexagonal lattice, under cyclic loading using a beam rotating machine (GUNT WP 140). The influence of t, infill density, nozzle diameter, and printing velocity, on the fatigue response of PLA samples fabricated was studied. From all the data obtained from the testing, they presented the S-N curve for the optimal parameters obtained. These optimal parameters were: 75% of raster, hexagonal raster pattern, nozzle diameter of 0.5 mm, and t = 0.3 mm. Note that in [83] , samples with 100% raster were not studied, therefore the optimal value for raster resulted to be the highest value tested 75%. Puigoriol-Frocada et al. [84] built S-N curves from experimental results on PC samples fabricated at the print orientations shown in Figure 4 . Among the three print orientations, PTB and P exhibited longest cyclic fatigue life, whereas ST print orientation failed rapidly under cyclic loading. On the one hand, the load in the print orientations PTB and P is carried by the raster structure and the contours. On the other hand, in samples fabricated in the ST print orientation, the load is carried by the bond between layers.
The tensile fatigue life of FFF samples was also investigated by Ziemian et al. [85] by testing uniaxial and bidirectional samples made of ABS with zero air gap a. With regards to the observations made on the fatigue tests, bi-directional samples showed fatigue behavior similar to reinforced composites. Further, the principal fatigue failure mechanisms observed were filament cracking, delamination, and changes in the geometry of the voids.
Structural Response under Impact
ABS shows different fracture behavior when the samples are tested at different temperatures [86] , especially at temperatures above the Tg of the polymer, therefore the study of FFF-ABS gains relevance. One of the most common experiments to characterize the impact resistance is the Izod impact testing. To carry out this test, a pivoting arm is raised to a specific height to provide constant potential energy. Subsequently to releasing arm, the arm impacts the specimen and the energy absorbed by the specimen is estimated from the height the arm swings back. One of the earliest works that used the Izod testing for FFF samples was done by Es-Said [87] . In this work, ABS uniaxial samples with raster angles of 0 • and 90 • and bidirectional with a stacking sequence of 45 • /−45 • were fabricated with a = 0. In the uniaxial samples with rasters angle at 0 • , the extruded filaments are oriented parallel to the principal axis of the samples. The length in the uniaxial 90 • orientation samples is defined by the stack of layers. The highest value of absorbed energy was reported for the 0 • uniaxial raster angle, while the lowest was observed for the 90 • . Similar results were reported by Roberson et al. [88] .
Wang et al. [89] also studied the influence of different build platform temperatures on the impact strength by utilizing the Izod standard. In this work, PLA samples were fabricated at PTB print orientation and 100% infilled but at different bed temperatures and layer thicknesses. Results indicate that reducing layer thickness to a minimum value of 0.2 mm and increasing the printing temperature to a maximum of 160 • C produces printed samples with impact strength that exceeds the one measured from injected molded PLA samples. Further, a higher bed temperature results in more crystallinity developed in the PLA, which results in higher strength under impact loading. On the contrary, samples manufactured at lower bed temperatures (30 • C) show impact strengths around 20% lower than injected PLA samples. This suggests that crystallinity plays an important role in the impact strength of printed structures.
A key aspect in impact testing is the stress sensibility to the notch on the samples. Therefore, Roberson et al. [88] studied this effect by fabricating notches utilizing two methods: first, by printing the notch during the specimen fabrication and, second, by machining the notch in a previously printed sample. The results of both methods show no statistical difference, concluding the correct use of the standards for impact characterization.
Another work that focused on the mechanical response under impact loading is found in [90] . Tsouknidas et al. [90] studied the shock absorption properties using a drop tower system. Cylindrical PLA samples were fabricated with 25% and 50% infill densities at ST print orientation. Their results show that solid samples outperform in terms of structural integrity the partially filled ones. Nevertheless, the ratio of absorbed energy over the volume fraction is higher for porous samples.
Modeling with Theoretical Methods: Analytical and Semi-Analytical
This section reviews analytical and empirical methods as well as their combination that have been developed to estimate the mechanical response of printed structures.
Approaches Based on Laminate Plate Theory
The layers that form the FFF part can be treated as laminae, as depicted in Figure 6 . This suggests that Classic Laminate Theory (CLT) may be employed to estimate the mechanical properties of FFF parts in restricted scenarios. Classic laminate theory has been combined with experimental tests to study the mechanical properties of FFF components. Kulkarni and Tutta [91] , Li et al. [92] , and, more recently, Casavola et al. [93] and Ziemian et al. [85] used similar approaches to obtain elastic constants for a printed lamina through experimental characterization. Kulkarni and Dutta [91] were perhaps the first to use CLT to predict the mechanical properties of parts fabricated with FFF. The stiffness matrix was populated with experimentally measured elastic properties. The properties were obtained from tensile test on unidirectional samples. Different raster angles were tested including longitudinal, transverse and 45 • . Shear modulus was obtained from the tensile test on the samples with rasters oriented at 45 • . Li et al. [92] followed a similar procedure and presented SEM images of the cross-section of samples fabricated with various values of air gaps. These micrographs were used to calculate the void density of the printed samples based on an empirical model. Casavola et al. [93] , obtained the elastic moduli from tensile tests of unidirectional quasi-solid samples. They obtained the longitudinal Young's modulus and Poisson's ratio from samples where the rasters are aligned to the loading direction. The researchers obtained the transverse Young's modulus of filaments running parallel and bonded together by testing them in a direction perpendicular to that of the rasters. They measured the shear modulus using off-axis tests of specimens oriented at 45 • from the loading direction. The laminate model was used to predict the Young's modulus of a sample fabricated with the following stacking sequence:
• . The predictions made were in good agreement with the experimentally measured modulus, specifically with a maximum difference of 6.6% in the worst cases. Similarly, Ziemian et al. [85] used CLT constructed from properties measured from unidirectional samples to predict the stiffness of a printed structure with multiple layer orientations. Additionally, the tensile fatigue life of FFF samples was studied by the same authors. For the fatigue tests, bi-directional samples showed fatigue behavior, similar to that of reinforced composites. The main fatigue failure mechanisms reported were filament cracking, delamination, and changes in the geometry of the voids. Classic laminate approaches are restricted to parts fabricated with negative or zero separation between filaments. Kulkarni and Tutta [91] and Li et al. [92] both accounted for the effect of the inevitable voids on the stiffness of the printed parts by incorporating stochastic factors in their formulations. The approach of Casavola et al. [93] and Zeimian et al. [85] was limited to parts fabricated with 100% infill; no separation between the extruded filaments was specified. To obtain the complete stiffness matrix, the Young's moduli of a single layer in the longitudinal and transverse directions of the filaments rasters are needed. The stiffness in the transverse direction is only obtained when the filaments within the layer interact, in other words, when all the filaments are connected in the transverse direction. The prediction of the mechanical properties using CLT fails when filaments are extruded with an air gap between each other as the stiffness in the transverse direction becomes negligible [94] . For example, if a single FFF layer, such as the one shown in Figure 6 , is loaded along the y-axis, expressions to predict the stiffness are readily obtained. However, the stiffness along the x-axis depends on the in-plane bonding of filaments. Consider now the supposed case where filaments in the FFF layer have a positive air gap; when loaded along the y-axis, they offer no resistance to the load.
Micromechanics Approach
To address the shortcoming of CLT for predicting mechanical response of structures printed with partial infill, micromechanics-based approaches have been developed. This approach focuses on analyzing repeating unit cells rather than layers and assumes that filament rasters are perfectly bonded within a unit cell [93, 94] . Figure 7 shows an example of a unit cell analyzed in a micromechanics approach. Croccolo et al. [95] proposed an analytical model to predict the mechanical response of 45° off-axis specimens printed with zero air gap between rasters. The analytical model was based on considering the inclined filaments as inclined truss members. The adhesive force between rasters was determined empirically. The model predicted stiffness and strength with errors of about 4%.
Huang and Singamneni [96] studied the sensitivity of the effective stiffness and strength on unidirectional samples fabricated with various raster angles. Huang and Singamneni proposed an analytical model based on the plane stress response of perfectly bonded layers. In addition, the coalescence between rasters was considered by them in another work [97] . Because rasters are bonded within the layer, Huang et al. considered the filament cross-sections to be square with elliptical fillets in their analysis. The properties studied, stiffness, strength and Poisson's ratio, resulted to be highly sensitive to the coalescence. For various levels of coalescence, differences from 80% to 100% were observed in the stiffness and Poisson's ratio for the most extreme cases analyzed by the authors. Classic laminate approaches are restricted to parts fabricated with negative or zero separation between filaments. Kulkarni and Tutta [91] and Li et al. [92] both accounted for the effect of the inevitable voids on the stiffness of the printed parts by incorporating stochastic factors in their formulations. The approach of Casavola et al. [93] and Zeimian et al. [85] was limited to parts fabricated with 100% infill; no separation between the extruded filaments was specified. To obtain the complete stiffness matrix, the Young's moduli of a single layer in the longitudinal and transverse directions of the filaments rasters are needed. The stiffness in the transverse direction is only obtained when the filaments within the layer interact, in other words, when all the filaments are connected in the transverse direction. The prediction of the mechanical properties using CLT fails when filaments are extruded with an air gap between each other as the stiffness in the transverse direction becomes negligible [94] . For example, if a single FFF layer, such as the one shown in Figure 6 , is loaded along the y-axis, expressions to predict the stiffness are readily obtained. However, the stiffness along the x-axis depends on the in-plane bonding of filaments. Consider now the supposed case where filaments in the FFF layer have a positive air gap; when loaded along the y-axis, they offer no resistance to the load.
To address the shortcoming of CLT for predicting mechanical response of structures printed with partial infill, micromechanics-based approaches have been developed. This approach focuses on analyzing repeating unit cells rather than layers and assumes that filament rasters are perfectly bonded within a unit cell [93, 94] . Figure 7 shows an example of a unit cell analyzed in a micromechanics approach. Croccolo et al. [95] proposed an analytical model to predict the mechanical response of 45 • off-axis specimens printed with zero air gap between rasters. The analytical model was based on considering the inclined filaments as inclined truss members. The adhesive force between rasters was determined empirically. The model predicted stiffness and strength with errors of about 4%.
Huang and Singamneni [96] studied the sensitivity of the effective stiffness and strength on unidirectional samples fabricated with various raster angles. Huang and Singamneni proposed an analytical model based on the plane stress response of perfectly bonded layers. In addition, the coalescence between rasters was considered by them in another work [97] . Because rasters are bonded within the layer, Huang et al. considered the filament cross-sections to be square with elliptical fillets in their analysis. The properties studied, stiffness, strength and Poisson's ratio, resulted to be highly sensitive to the coalescence. For various levels of coalescence, differences from 80% to 100% were observed in the stiffness and Poisson's ratio for the most extreme cases analyzed by the authors. The presence of voids (a > 0) in FFF parts results in a reduction of weight and manufacturing time but complicates the prediction of the mechanical properties. Two analytical models reviewed in this section [95, 96] were developed for fully-filled FFF structures. One of the few works that have related the effective properties of the printed part to the structure formed in the presence of voids in a FFF part was done by Cuan-Urquizo et al. [67, 98] . Cuan-Urquizo considered the FFF raster structure as a cellular material [99] and treated FFF parts as being composed of lattice materials. In [98] , the properties along the raster direction were studied by means of analytical prediction and finite element simulations. The analytical model was derived on the assumption that, when the lattice shown in Figure 7 is loaded along one of the principal axes, only the rasters parallel to the loading direction contribute to carrying the load. The analytical model presented in [98] is based on the rule of mixtures. This was compared with finite element predictions, showing errors less than 10%. Details of the FE model are reviewed in Section 4.
In [67] , the flexural properties of FFF beams were studied for a structure of rasters with angles and sequence of 0/90°. The primary deformation mechanisms identified for individual filaments were stretching and bending. In the case of pure bending, raster filaments that run parallel to the principal axis respond in tension or compression depending on their relative position with respect to the neutral axis. The bending model proposed was derived based on the later observation. Then, when incorporating a shear inclusive model, the deformation mechanism of the filament when the lattice structure undergoes shear stresses was observed as flexure. Filaments bend at an effective length is given by the distance between rasters of adjacent layers (air gap).
This fundamental micromechanics observations of the filaments enables the derivation of analytical expressions for the structure-property relationship. The effective Young's modulus and the effective shear modulus resulted in linear and cubic relationships with the relative infill density, respectively. Details of the derivations and the expressions can be found in [67, 98] . Models presented in [67, 98] are compared with finite element simulations and reviewed in Section 4.
Micromechanics of Tissue Engineering Woodpile Scaffolds
The structured form in the raster of FFF parts consists of the stack of extruded filaments, as shown in Figure 7 . This structure, known as woodpile structure, is also encountered in Tissue Engineering (TE), where scaffolds are needed to withstand the ingrowth of tissue, and at the same time serve as a porous matrix for cell proliferation. The fact that these scaffolds need to be structurally efficient has inspired the research community to study their mechanical properties [100] [101] [102] . It should be noted that these works are not reported with the aim of understanding the mechanical properties of FFF components, but, if TE scaffolds have the same architecture as FFF components, The presence of voids (a > 0) in FFF parts results in a reduction of weight and manufacturing time but complicates the prediction of the mechanical properties. Two analytical models reviewed in this section [95, 96] were developed for fully-filled FFF structures. One of the few works that have related the effective properties of the printed part to the structure formed in the presence of voids in a FFF part was done by Cuan-Urquizo et al. [67, 98] . Cuan-Urquizo considered the FFF raster structure as a cellular material [99] and treated FFF parts as being composed of lattice materials. In [98] , the properties along the raster direction were studied by means of analytical prediction and finite element simulations. The analytical model was derived on the assumption that, when the lattice shown in Figure 7 is loaded along one of the principal axes, only the rasters parallel to the loading direction contribute to carrying the load. The analytical model presented in [98] is based on the rule of mixtures. This was compared with finite element predictions, showing errors less than 10%. Details of the FE model are reviewed in Section 4.
In [67] , the flexural properties of FFF beams were studied for a structure of rasters with angles and sequence of 0/90 • . The primary deformation mechanisms identified for individual filaments were stretching and bending. In the case of pure bending, raster filaments that run parallel to the principal axis respond in tension or compression depending on their relative position with respect to the neutral axis. The bending model proposed was derived based on the later observation. Then, when incorporating a shear inclusive model, the deformation mechanism of the filament when the lattice structure undergoes shear stresses was observed as flexure. Filaments bend at an effective length is given by the distance between rasters of adjacent layers (air gap).
The structured form in the raster of FFF parts consists of the stack of extruded filaments, as shown in Figure 7 . This structure, known as woodpile structure, is also encountered in Tissue Engineering (TE), where scaffolds are needed to withstand the ingrowth of tissue, and at the same time serve as a porous matrix for cell proliferation. The fact that these scaffolds need to be structurally efficient has inspired the research community to study their mechanical properties [100] [101] [102] . It should be noted that these works are not reported with the aim of understanding the mechanical properties of FFF components, but, if TE scaffolds have the same architecture as FFF components, these approaches show relevant results in light of understanding the structure-property relationship of extruded based AM technologies, and therefore are included here.
Norato and Wagoner-Johnson [101] studied the woodpile material arrangement using the unit cell approach and presented analytical models to predict the effective Young's modulus along the z-direction. Norato and Wagoner-Johnson modeled the raster filaments as cylinders. The model consists of the interpolation between the plane stress and the plane strain responses of a disc and a cylinder under diametrically opposed loads. The constants for the interpolation-based model were obtained from simulations using a geometry projection numerical model. The apparent shear modulus of woodpile materials was studied analytically by Roberge and Norato [103] and Cuan-Urquizo and Bhaskar [67] . Further, the deformation mechanism has been identified to be filaments flexure when the whole structure is subject to pure shear. As mentioned, this results in a cubic relation with the relative density [67, 103] .
The models for the effective properties presented in [101, 103] show a dependence on the fraction of the area shared across adjacent filaments, and these predict the stiffness with an error of less than 6%. This area fraction is known as overlap, and is shown in [67] to be a highly influential parameter on the transverse deflection of FFF beams due to shear deformations. More specifically, the stiffness of the cell will respond to the kinematic constraint assumed in the overlaps. On the one hand, if all degrees of freedom are assumed to be coupled at the overlap between two connected filaments, then the stiffest response is obtained. On the other hand, if rotation is allowed between two connected filaments, then the overall response of the structure becomes more compliant than the former case.
Modeling with Computational Methods
Traditionally, computational simulations and finite element models have been used to estimate the structural performance of structures. Due to the complexity of the material arrangement naturally obtained in FFF, this appears to be a good option for their analysis. Computational simulations to predict the mechanical properties of FFF have been carried out using finite element analysis (FEA). Finite element models found in the literature for printed structures can be classified into two main groups. First, printed parts are modeled as solid parts with some homogenized effective properties. This means that the rasters are not modeled explicitly [104] . The second group includes those works where the microstructure has been modeled explicitly with as much resemblance of the structure obtained in FFF as possible [105, 106] . These groups are reviewed below.
The use of computation and finite element method is a powerful tool to predict the mechanical properties, but also to model the 3D printing process itself. FEM has been used to model the FFF manufacturing process [107] [108] [109] as well as the large-scale variation of this process [110] [111] [112] [113] [114] . Nevertheless, process simulation of the FFF process is beyond the scope of this review paper. This manuscript is rather focused on reviewing approaches that utilize FEM to predict the mechanical response of printed structures, while disregarding stresses induced in the manufacturing process.
Finite Element Homogenized Models
The ability to estimate effective macro-scale material properties requires that a heterogeneous material can be represented with a volume element or unit cell that shows periodicity across a body. A two-step homogenization approach was utilized by Liu and Shapiro for analyzing structures that are much larger than the printed road width, w and layer thickness, t [115] . In such situations, the estimated effective material properties may be used for subsequent mechanical simulations of global elastic response, vibrations and modal analysis.
Domingo-Espin et al. [104] carried out experimental characterization via tensile tests of the orthotropic elastic constants of FFF printed samples. These samples were fabricated along different print orientations, fully dense, and the raster angle sequences of 45 • /−45 • . They utilized the characterized elastic constants in FEA models to predict the mechanical response of structural elements. In [104] , a structural part with "L" geometry was subjected to static loading. Such geometry allows exposing the part to both bending and torsion. The difference between FEA predictions and experimental data was 7%. Experimental results were also compared to predictions made with a FEA model informed with isotropic properties obtained by averaging the orthotropic properties. The predictions made with this approach resulted in variations of 7% with respect to the experimental data. These results show again that the degree of anisotropy in the elastic properties is less in parts fabricated with 100% infill density.
The use of effective properties in homogenizing FEA models appears to be a good option for understanding and predicting the structural performance of FFF parts with complex macro geometries. This tool for predicting structural performance of FFF parts appears to be a reliable option, providing good characterization of the properties to feed the FEA model are obtained. However, this methodology is limited in terms of capturing the wide range of possibilities for printing orientations and raster patterns that FFF offers. Further, homogenized models obscure important aspects of the micromechanics such as the deformation mechanisms and stress localization, which are fundamental for predicting local failure mechanisms.
Finite Element Microstructure Models
The works reviewed in this section use explicit structures formed by extruded filaments. To model these, different types of elements have been used to mesh the structures. Cuan-Urquizo et al. [98] used 1D finite beam elements to model the rasters. Since adjacent layers of rasters are not running in the same plane, beam elements with infinite stiffness were used to represent this offset. In [93] , the FE model is tested only under tensile loading. To explore the advantages of this type of FE mesh, simulations of more complex loadings are not addressed in that work. This type of approaches requires less computational resources as opposed to 3D meshing models. However, they hide important aspects of micromechanics, such as stress concentration effects and the influence of bonding between layers. The latter is incorporated in [67] . Cuan-Urquizo and Bhaskar modeled the bonding between layers as a finite overlap between two orthogonally adhering cylinders which represents the filament rasters. In other words, overlap between adjacent cylinders was represented by having a patch of volume shared between them. They showed [67] that, as the overlap increases, the bonding behaves as a welded-joint rather than a pin joint, thereby adding stiffness to the overall response. FE models in [67] are meshed using tetrahedral FE elements. The prediction of the flexural response results with less than 10% error. Section 2.1 shows that the geometry and dimensions of the samples used to characterize the mechanical properties can influence the properties measured [51, 52] . This was further studied using FEM by Wendt et al. [105] . Wendt et al. used FEM to estimate the zone where the samples for tensile testing (ISO 3167) are likely to fail. The CAD models built to be used in FEM consist of circular cross-sections being swept along the rasters. This type of geometry modeling allows the FEM models to be more representative of the printed structure as opposed to homogenized FE models reviewed in the previous section. These results are in good agreement to the previously reviewed works included in Section 2.1.
CAD representations of rasters as swept constant cross-sectional areas were also employed by Somireddy and Czekanski [106] . They used uniaxial FE models similar to those shown in Figure 6 to obtain the elastic constants. These models represented the cross-section of the rasters as ellipses and included overlaps between adjacent layers and rasters. The elastic constant obtained were the Poisson's ratio (νxy), the shear modulus (Gxy) and the elastic moduli along each of axes in the XY plane or printing plane (Ex and Ey). The FE models were subjected to unit displacement upon applying a tensile load in the respect direction. The total strain energy U obtained from the FEA model was utilized to estimate the elastic constant E ii using the expression:
where V is the volume undergoing deformation, and ε ii is the strain in the ii direction. For the shear modulus, the FE model was built with the rasters oriented at 45 • . Thus, upon the application of a tensile load, the model response is in shear. The elastic constants were then used to inform an analytical model based on CLT.
In a different work, Somireddy et al. [116] followed a similar procedure to estimate the elastic constants of the orthotropic FFF material. In [116] , as opposed to the work presented in [106] , the authors built FE models of a unit cell or Representative Volume Element (RVE). The geometry of the RVE consisted of ellipsoidal cross-section areas with overlaps to represent the bonding between rasters and layers. Two RVEs were modeled representing parts in the PTB and ST orientations, respectively. These RVEs were subjected to tensile loading, and the homogenized properties obtained from the RVE analysis were used to model more complicated structures. While predicting the response of structures printed in the PTB configuration could be approached with CLT, vertical structures such as the ST configuration require specific application of the results from their corresponding RVE.
Even though the works presented in [105, 106, 116] are complex enough to capture aspects of micromechanics of FFF materials, their application is restricted to FFF components printed with 100% infill density as their models only account for rasters bonded in and out the plane. The study of the mechanics of porous structures built by extrusion techniques using FEM can be found also for TE scaffolds, which are reviewed in the following subsection.
Since inter-layer properties are strongly dependent on processing conditions, Barocio et al. [112, 113] developed a method to predict the evolution of inter-layer properties during the printing process, thereby closing the gap between processing conditions and part performance. This approach has been validated for fiber reinforced semi-crystalline polymers and consists of coupling the temperature evolution, polymer crystallization and melting, and polymer diffusion.
Utilizing FE approaches, the thermomechanical response of a printed mold designed for operating at temperatures up to 180 • C was analyzed by the group of Brenken and Barocio [117, 118] . This approach has been demonstrated to be effective for printed composite materials and captures explicitly the anisotropy in printed parts by assigning orthotropic material properties to each individual raster.
Finite Element Simulations of Tissue Engineering Woodpile Scaffolds
As mentioned above, the fact that TE scaffolds involve structures similar to the ones produced naturally in FFF makes the attempts to understand their mechanical properties relevant to this review. Among the attempts to predict the mechanical properties, Miranda et al. [119, 120] made use of FE by modeling the woodpile structure as a stack of cylinders with a fixed overlap to represent the bonding. The cylinders were then meshed using tetrahedral FE elements. Miranda et al. [119, 120] studied the mechanical properties of calcium scaffolds for tissue engineering applications using FEA and laboratory experiments. In [119] , they subjected the scaffolds to compressive tests to study their strength. Two different ceramic materials were compared (β-tricalcium phosphate and hydroxyapatite). The failure of these scaffolds was attributed to the micro-cracks in the ceramic filaments. In [120] , they carried out a stress analysis using the stresses obtained from a FEA model to estimate the strength properties of a scaffold structure. The FEA models consisted of a stack of struts modeled as cylinders with a constant overlap between them. The models were subjected to compressive, tensile and shear loading. The stress contours were studied for each loading, showing a directional dependence. The shear simulations showed high concentration of stress at the joints, indicating a high potential for failure at these locations. The scaffolds tested here were of high relative density, having the filaments at a distance slightly bigger than their diameter. This ratio of filament separation to filament diameter complicates the development of analytical micromechanics models, thus the analysis carried out by the authors was restricted to FEA predictions [120] .
In addition, the compressive response and its relation with the intra-layer bonding was investigated by Naghieh et al. [102] using a finite element model of PLA bone scaffolds. They fabricated the scaffolds using FFF and showed that the effective Young's modulus is strongly dependent to this parameter: stiffness increases as the overlap increases.
Conclusions
A review on the different attempts to study the mechanical properties of FFF is addressed here. Numerous works including experimental, theoretical and computational approaches for estimating the mechanical response of printed structures under different loading conditions are reviewed. Further, general conclusions in terms of applicability, advantages and disadvantages of the approaches reviewed are summarized in Table 2 . Finally, general concluding remarks and recommendations for future work are presented below.
•
The stiffness of structures printed with amorphous polymers such as ABS converge to those of the print material for quasi-solid samples, i.e., those fabricated with 100% raster.
•
Works that tend to cover a wide number of parameters use DOE to study their influence on the mechanical properties. However, the specific contribution of each parameter tends to be hidden due to the number of variables and unknowns intrinsic to the process.
Works done via experimental testing have exposed the need for testing standards for AM characterization. The sensitivity to structural parameters of the measured data makes the geometry of the samples a crucial aspect to consider. Comparisons of testing samples, for example for impact or tensile testing, could hide or increase the influence of certain parameters, e.g., contour rasters.
Extensive experimental characterization of FFF structures has been carried out, however the properties measured with this approach cannot be readily used to model real printed structures. Instead, the approach that is recommended is the one characterizing the properties of the representative volume along with boundary conditions that best describes the heterogeneity of the printed part. For instance, in an extruded-base scaffold structure, this would correspond to the unit cell of the lattice repeating across the structure, whereas, in the case of a printed part combining solid layers and partial infill, characterizing the properties by sections could be a good compromise between capturing each filament explicitly and homogenizing the structure as a whole.
Most of the works found deal with quasi-solid samples. Nevertheless, one of the advantages of AM technologies is that the weight reduction that can be obtained by fabricating partially filled parts. A gap in the knowledge is found in the characterization of the mechanical properties of FFF parts fabricated with low densities at various types of loadings.
The applicability of CLT approaches is mainly restricted to quasi-solid samples since these rely on the assumption that properties are continuous inside each layer. Unit cell approaches showed to be more accurate for partially-filled structures, which are characterized by discontinuities in the properties for each layer.
For static mechanical properties, the samples with the lowest porosity resulted in the highest mechanical properties. However, the dynamic properties showed an improvement in the damping behavior caused by increasing the porosity in the printed structure.
The review of the use of FEM in the analysis of the mechanical properties showed that, when modeling the microstructure, more details of the deformation mechanisms are captured. However, more computational resources are demanded, as the number of FE element increases.
• Properties such as inter-layer bonding, which are sensitive to processing conditions, are required to model failure of the printed structures. Hence, process simulations are suggested to close the gap between manufacturing process and prediction of mechanical performance of printed parts. This allows a better understanding of the FFF process and it could lead to a more accurate prediction of the resulting properties. Various approaches have been used to characterize the mechanical properties of FFF parts and structures. Individual conclusions of the most relevant works have been summarized in this review paper. Almost no approach can be used individually, rather a combination of characterization results should be considered to have reliable and safe estimation of the properties. While pure experimental works may hide the individual influence of each manufacture or structural parameter, analytical approaches always rely on assumptions. Nevertheless, experimental works can give a quicker estimation of mechanical performance. Moreover, analytical approaches contribute directly to the structure-property relationship, which could be used to tailor mechanical properties. Computational approaches could be the best options available provided there is a consistent procedure to obtain the properties to feed the models.
The freedom for design and manufacturing enabled through FFF has also created a demand for predictive tools, not only capable of predicting the performance of printed components, but also capable of anticipating deformation, stresses and failure resulting from the manufacturing process. This type of general solutions is emerging, as reviewed in this work, yet still deserves more research. Funding: This research received no external funding.
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